Traditional Palisade or Picket Fencing

Traditional Palisade fencing is also known as picket fencing. ‘Traditional’ fencing is a term
we use to describe a system of fencing made from vertical posts and horizontal rails,
with pales fixed to the rails, supplied in kit form rather than panel form.

Pointed top

The fence should be erected 50mm above ground level
to allow for weeding, and to keep it clear of the ground.

Posts for 1.00m and 1.20m high fences are of a nominal

100mm x 75mm section and have two mortices with tops
weathered two ways or rounded. Posts for 1.80m fences are

of a nominal 125mm x 75mm section and have three mortices
with tops weathered two ways or rounded. Corner posts measure
a nominal 100mm x 100mm in section. Use two rails per bay for
1.00m and 1.20m high fences and three per bay for 1.80m high

Good website that makes buying fencing

fences. quite easy. Panels come with 25 year warranty and
Manufactured from superior quality planed finish Jakcure® treated look much better than those bought from
softwood, guaranteed for 25 years. All fittings and fixings are the big stores. Delivery within days.

stainless steel. For matching gates see the gates section - page 72.
To meet the conditions of the 25-year Jakcure® guarantee, gravel
boards are required where panels are in contact with the ground,
see pages 52 - 53, alternatively pales can be installed 50mm

clear of the ground. Any timber cut on site must be treated with

M. White, July 2019.

Jakcure® Cut Treatment, see page 55. Rails - Traditional Palisade
. . Size Ref

Posts - Traditional Palisade

Fence Post Rounded Tops Pointed Tops 2.40m long, nominal 87mm x 38mm section, 221700 ®

Height Height scarfed both ends

g g Post Ref Post Ref

1.0m 150m | 223100 @ 220100 @ Nails

1.2m 1.80m 224100 @ 221300 m Stainless steel nails 50mm. Size Ref

1.8m 2.40m | 225400 @ 225500 O 1kg covers 11m for 1.00m and
1.20m. 1kg covers 7.00m for kg soo7ioe
1.80m. ‘ 5 kg ‘ 800750 ® ‘

Corner Posts - Traditional Palisade
Traditional fencing can be cut to width on site without the need for a cut

Fence Post Rounded Tops Pointed Tops
. . H H ® o
Height | Height Post Ref Post Ref width kit. Always use Jakcure® Cut Treatment on cut timber, see page 55.
1.00m 1.50m 223200 ® 220800 ® @ Stock items M Check for availability
oM Il
— 1 20m 1.80m 221200 @ 522000 m ade to order (cannot be cancelled once ordered)
e St 1.80m | 2.40m | 225600 m 2257000 -
Due to the erratic price changes
Pales are nominal 75mm x 22mm section, (70mm x Eﬁqm in raw material, we have tem-
19mm planed finished size) planed with pointed or Pales - Traditional Palisade (14 per section) 3 porarily removed prices from our
rounded tops with pale tops machined. When calculating Height Rounded Tops Pointed Tops Is Good Fencing Guide.
materials required, you will need one post for every Ref Ref m E -ﬂ To see our latest prices, view our
2.28m plus one extra for the end of the run. There are 14 1.00m 123000 @ 220400 ® Palisade or picket fencing panels
pales per bay. Each bay is backed by two 2ex 87 x 38mm on our website by scanning the
nominal rails. 1.20m 224000 ® 221600 ® QR code.
1.80m 225200 @ 2253000
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Traditional Closeboard or Featherboard

Traditional Featherboard is also known as Closeboard or Featheredge fencing. ‘Traditional’
fencing is a term we use to describe a system of fencing made from vertical posts and horizontal
rails and gravel boards, with pales fixed to the rails, supplied in kit form rather than panel form.
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Panels above and on
the right all shown
with optional capping
rails.

Featherboard fencing is supplied in sawn finish Jakcure®
treated softwood. The pales are taper sawn to produce

a nominal 2ex 100mm x 22mm section board, they are

finished 150mm shorter than the height of the fence to
stand on a 150mm gravel board as standard.
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Posts are a nominal 125mm x 100mm in section for extra
strength. The 1.20m fence posts feature two recesses, while

the 1.50m and 1.80m versions have three recesses to
accommodate the rails. Post tops are weathered in one direction.
Supplied in a natural Jakcure® treated finish.

When calculating materials required, you will need one post and
29 pales per 2.40m bay plus one extra post for the end
of the run.

Manufactured from superior quality Jakcure® treated softwood,
guaranteed for 25 years. For matching gates
see the gates section - page 67.

To meet the conditions of the 25-year Jakcure® guarantee, gravel
boards are required where pales are in contact with

the ground. Any timber cut on site must be treated with Jakcure®
Cut Treatment, see page 55.

Traditional Featherboard Pales

Fence height with Pale Height

gravel board Ref
1.05m 0.90m 232300 @
1.20m 1.05m 230400 ®
1.35m 1.20m 232400 ®
1.50m 1.35m 230500 ®
1.65m 1.50m 232500 ®
1.80m 1.65m 230600 ®
1.95m 1.80m 232600 ®

Guide Price per metre - Height: 1.20m £31.73, 1.50m £40.14, 1.80m
£44.57. Price includes cement, ballast and nails.

Traditional Featherboard Posts

Inter posts - 125mm x 100mm section recessed for rails
2 or 3 times according to height.

Corner Posts - 125mm x 125mm weathered two ways.

Fence Post Post Corner Post
Height | Height Ref Price Ref

1.20m 1.80m 230100 @ | £25.75 | 230800 ®
1.50m 2.40m 230200 @ | £34.30 | 230900 m
1.80m 2.70m 230300 @ | £38.55 | 231000 ®

Due to the erratic price changes in raw material, we have temporarily
removed prices from our Good Fencing Guide.

To see our latest prices, view our Traditional Featherboard fencing on our
website by scanning the QR code.

Traditional Featherboard Gravel Boards

Size Ref
2.40m x 150mm x 25mm 230700 ®
Traditional Featherboard Capping
Capping for traditional Featherboard fencing.
Planed timber capping rail, with counter rail
and two L shaped brackets.
Size Ref
2.40m kit with fixings 232200BM @
Traditional Featherboard Rails
Size Ref
2.40m x 85mm x 36mm weathered 231400 @
Nails

Size Ref
Galvaqised 75mm nails for 1kg 800210 ®
attaching rails & gravel boards
1kg. for 23.00m. 5kg 800250 @
Stainless steel 50mm nails for Tkg 800710 @
attaching pales Tkg. for 9.00m. 5kg 800750 ®

® Stock items

Fence Panels
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