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Pergola System 
 
 
Manufacturer: Jacksons Fencing.   
Web:www.jacksons-fencing.co.uk.   
Tel:+44 (0)1233 750393.   
 
All materials are covered by the Jacksons 25-year guarantee. On timber products, only the 
unique Jakcure® treatment process delivers a 25-year guarantee against all wood boring pest 
and all forms of dry and wet rot.  On steel fencing, the exclusive Jacksons 25-year Service 
Life guarantee provides cover against defects such as design, manufacturing finish and 
fitness for purpose . 
 
Product reference:  Pergola System.  
  
•Type:  
[Single Pergola]. - Option from 1800 to 2700 in various configurations (typically in 1830mm 
multiples in length. 
[Double Pergola]. - Option from 1800 to 2700 in various configurations (typically in 1830mm 
multiples in length. 
  -Length:  
[??? mm]. - Contact Manufacturer for exact details and specification. 
 
As standard 
General: 

• Posts: 2700 long x 95 x 95 mm, planed finish. 
• Short Cross Members: 600mm x 100 x 38mm notched once, shaped both end planed 

finish. 
• Long Cross Members for 1800mm wide pergola: 100 x 38 mm notched twice, shaped 

both ends, planed finish. 
• Long Cross Members for 2100mm wide pergola: 100 x 38 mm notched twice, shaped 

both ends, planed finish. 
• Long Cross Members for 2400mm wide pergola: 100 x 38 mm notched twice, shaped 

both ends, planed finish. 
• Long Cross Members for 2700mm wide pergola: 100 x 38 mm notched twice, shaped 

both ends, planed finish. 
• Spacer Blocks: 100 x 100 x 38 mm. 
• In Line Braces: 500 x 95 x 95 mm planed finish. 
• Corner Braces: 600 x 100 x 38 mm planed finish. 
• Post Tops: 300 x 100 x 38mm planed finish. 

Options 
Type: 

• Single: 1830 mm wide. 
• Double: 1830 x 1800, 2100, 2400 or 2700 mm.  

 
Pergola offers a natural focal point in any garden, as an attractive walkway, ideal for climbing 
plants or as an airy decorative screen. 
All timber used throughout is superior quality planed Jakcured softwood guaranteed for 
twenty five years. 
 
Installation 
In accordance to manufacturers instructions 
 


